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4.1c Uc 



(57) Abstract: The invention relates 
to a method for handling, in essence, 
rod-shaped objects, particularly rods 
comprised of articles stacked inside one 
another in a manner that enables them 
to be separated, such as plastic cups 
during loading processes in conjunction 
with a loading aid, particularly a box. 
To this end, the objects to be handled 
are prepared by a manufacturing or 
processing machine in a first geometric 
arrangement. At least a portion of 
the objects are firstly grasped, an 
arrangement of the objects relative to 
one another is subsequently modified, 
and the modified arrangement of the 
objects is then placed into the loading 
aid during which the objects are 
arranged in an upright manner. The 
invention also relates to a device suited 
for carrying out said method. 

(57) Zusammenfassung: Verfahren 
zum Handhaben im Wesentlichen 
stabformiger Objekte, insbesondere 
Stangen aus vereinzelbar ineinander 
gestapelten Artikeln, wie Kunst- 
stoffbechern, bei Ladevorgangen in 
Verbindung mit einem Ladehilfsmittel, 
insbesondere einem Karton. Dabei 
werden die zu handhabenden 
Objekte von einer Herstellungs- oder 
Bearbeitungsmaschine in einer ersten 
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geometrischen Anordnung bereitgestellt. Wenigstens ein Teil der Objekte wird ergriffen, anschliessend wird eine relative Anordnung 
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